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I diagram m i sono da ri te ners i indicati vi e non costi tu iscono una soluzione assolu ta  al pro blem a della m ovim enta zione
d e l  f lu id o  ch e  è  in f lu e n z a t a  d a  d iv e r s i  f a t t o r i  ( v is co s i t à ,  t e m p e r a t u r a ,  d is p o s iz io n e  d e l l a  t u b a t u r a ) .

The chart  m ust be considered as a  g uide and n ot has a  solu ti on t o t he p um ping o f th e f lu id  ( th e f ollowing f acto rs  v iscosit ies, te m pera -
tu res t ype o f pip ing r uns can m odif y t he d ata ) .

OilOlio

Le pompe pneumatiche FLEXBIMEC per lubrificanti si basano
su di una concezione costruttiv a prov ata nel tempo. Il motore
ad aria compressa in lega ottone e alluminio è di semplice e 
collaudata affidabilità.
Il sistema pompante è dotato di asta di pompaggio in acciaio 
adatta a sopportare gli usi più gra vosi, le guarnizioni e le tenute 
sono adatte alla maggior parte di lubrificanti a base di oli  miner ali e 
vengono utilizzate mescole poliuretaniche adatte alle nuove 
gener azioni di lubrificanti particolarmente aggressivi. 
La scelta della pompa dev e tenere conto del tipo di LUBRIFIC ANTE 
da movimentare e della sua VISCOSITÀ, della TEMPERA TURA 
ambiente, della distanza da perco rrere e quindi della PRES SIONE 
necessaria per tr asferire il liquido dalla pompa al suo p unto di 
erogazione. P ertanto si deve porre attenzione al RAPPOR TO DI 
COMPRESSIONE, v alore ottenibile dal r apporto tr a la superfice del 
pistone del motore e  la superfice del pistone che pompa il fluido: 
in pr atica il r apporto tr a la pressione dell’aria di alimentazione della 
pompa e la pressione con la quale esce il fluido pompato. 

Sono disponibili pompe pneumatiche n elle seguenti v ersioni:
- R apporto di compressione 1:1 per tra vasi di oli a brevi distanze 

con gr ande portata;
- R apporto di compressione 3:1 per tra vasi a media viscosità e a 

media distanza con buona portata;
- R apporto di compressione 5:1 per tra vasi a media viscosità e a 

lunga distanza con buona portata;
- R apporto di compressione 9:1 per oli ad alta viscosità a lun ghe 

distanze con limitata portata.

FLEXBIMEC air operated piston pumps for lubricants are based 
on a time-proven style and design. The brass and alluminium  
alloy motor offers a simple maintenance and a tested service. The 
pumping units composed by a steel rod can bear heavy duty.
Gaskets and seals are suitables for use with lubricants made with 
mineral oils. Special mix of polyurethane provides excellent 
resistance of the seals and gas kets to the new generation of oil 
even with low corrosive additives. 
It is important to know the type and the properties of the 
LUBRICANT you'll move, its VISCOSITY, the TEMPERATURE at 
which the fluid will be dispensed, the distance that the flow must 
reach and therefore the PRESSURE which is necessary to transfer 
the fluid from the pump to its dispensing-point in order t o select a 
pump which can perform the correct application. COMPRESSION 
RATIO is the ratio between the area of the piston of the air-motor 
of the pump and the area of the lower pump fluid-piston: ratio 
between air pressure of pump feeding and pressure of fluid 
pumped.
 
Pneumatic pump are available in the following versions:
- Compression ratio 1:1 recommended for transfer of oils at short 

distance, offer big flow rate; 
- Compression ratio 3:1 for transfer of medium viscosity oil at 

medium distance, offer a good flow rate; 
- Compression ratio 5:1 recommended for transfer of me dium 

viscosity oils at medium-long distance offer a  good flow rate;
- Compression ratio 9:1 for transfer of high viscosity oil at long 

distance, offer a low flow rate.

OLIO 
OIL

CONDIZIONI D I PROVA / PROOF CONDITIONS
Alimentazione / Air feeding:              8 bar.
Diametro tubo / Flexible hose diameter   3/4"BSP 
Temperatura / Temperature:             20°C
Tipo di olio / Oil type:    Idraulico  Hydraulic SAE 10

N.B.: 
L’utilizzo del contalitri riduce la por tata delle pompe.
Using the meters decrease the pumps flow rate.
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Pompe ol io - Oil pum ps R 3: 1
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Pompe ol io - Oil pum ps R 5: 1
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Pompe ol io - Oil pumps R 9:1
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